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1 RAW MATERIALS FOR PHENOLIC RESIN BASED BINDER 
 
Here below the chemical and physical characteristics of the raw materials to be used to 
prepare the Binder for Glass Wool production. 
Other suppliers raw materials can be used after STM Technologies approval. 
 
 
 
1.1 PHENOLIC RESIN WITH UREA 
 

Product Data Units 

Appearance Reddish brown liquid  

Dry solid content (resin + urea) 46 - 50 wt% 

Urea content 16 (35 % of above dry solid content) wt% 

Viscosity at 25°C 10 - 13 cps cPoise 

Density at 25°C 1.165 – 1.200 g/cm3 

pH at 20°C 8.5 – 9.5  

Free formaldehyde < 0,8 % 

Free phenol < 0,8 % 

Water compatibility unlimited g/g 

Storage temperature 12 °C 

 
See annexes for reference Technical Data Sheet and Safety Data Sheet 
 
Possible suppliers: Dynea, Hexion (Bakelite), MKS Marmara 
 
 
 
1.2 AMMONIA SOLUTION 
 

Product Data Units 

Appearance 
Colourless, transparent and irritating 
smell liquid not containing insoluble 
materials 

 

Density at 25°C Max. 0.932 g/cm3 

Ammonium content Min. 18 wt% 

 
See annexes for reference Technical Data Sheet and Safety Data Sheet 
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1.3 AMMONIUM SULFATE 
 
NOTE: normally not used 
 

Product Data Units 

Appearance White crystalline powder  

Purity Min. 99 wt% 

Iron Max. 50 ppm 

Moisture content Max. 1.00 % 

Ashes Max. 500 ppm 

Free H2SO4 Max. 0.12 % 

Water solubility at 20°C 760 g/l 

 
See annexes for reference Technical Data Sheet and Safety Data Sheet 
 
 
 
 
1.4 SILANE A – 1100 (gamma-Aminopropyltriethoxysilane) 
 

Product Data Units 

Appearance Colourless liquid  

Density at 25°C Max. 0.950 g/cm3 

Refractive index nd25°C 1.420  

Purity more than 99 wt% 

 
See annexes for reference Technical Data Sheet and Safety Data Sheet 
 
 
1.5 MULREX 88 (Oil-water emulsion) 
 
NOTE: compatible with liquid phenolic resin 
 

Product Data Units 

Appearance Clear yellow emulsion  

Solid content 51÷53 wt% 

pH 7.5÷8.5  

Dynamic viscosity 600 
Needle N.3 at 100 

rpm 

 
See annexes for reference Technical Data Sheet. 
 
Possible supplier Exxon - Mobil 
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1.6 SILICONE EMULSION (Polydimethylsiloxane) 
 
 
NOTE: to be used just for special hydro repellent products. 
 

Product Data Units 

Appearance Aqueous emulsion  

Density at 25°C 0.950 g/cm3 

pH 6.51.0  

 
See annexes for reference Technical Data Sheet. 
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1.7 PHENOLIC RESIN WITH UREA Technical Data Sheet 
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1.8 AMMONIA SOLUTION Technical Data Sheet 
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1.9 AMMONIA SOLUTION Safety Data Sheet 
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1.10 AMMONIUM SULFATE Technical Data Sheet 
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1.11 AMMONIUM SULFATE Safety Data Sheet 
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1.12 SILANE A-1100 Technical Data Sheet 
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1.13 MULREX 88 Technical Data Sheet 
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1.14 SILICONE SILRES BS 1042 Technical Data Sheet 
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2 RAW MATERIALS FOR BIOBINDER 
 
Here below the chemical and physical characteristics of the raw materials to be used to 
prepare the Biobinder for Glass Wool production. 
Other suppliers raw materials can be used after STM Technologies approval. Note that some 
additives as Mineral oil, silane, silicone and ammonia, are in common with phenolic resin 
based binder. 
 
 
 
2.1 DEXTROSE MONOHYDRATE 
 

Product Data Units 

Appearance Crystalline powder  

Bulk density at 25°C 600 - 875 g/dm3 

Dextrose content 99,5 % 

 
See annexes for reference Technical Data Sheet and Safety Data Sheet 
 
 
2.2 AMMONIUM SULFAMATE 
 
Product Data Units 

Appearance White odourless solid  

 
See annexes for reference Technical Data Sheet and Safety Data Sheet 
 
 
 
2.3 CITRIC ACID MONOHYDRATE 
 
Product Data Units 

Appearance Crystalline powder  

 
See annexes for reference Technical Data Sheet and Safety Data Sheet 
 
 
2.4 AMMONIA SOLUTION 
 

Product Data Units 

Appearance 
Colourless, transparent and irritating 
smell liquid not containing insoluble 
materials 

 

Density at 25°C Max. 0.932 g/cm3 

Ammonium content Min. 18 wt% 

 
See annexes for reference Technical Data Sheet and Safety Data Sheet 
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2.5 SILANE A – 1100 (gamma-Aminopropyltriethoxysilane) 
 

Product Data Units 

Appearance Colourless liquid  

Density at 25°C Max. 0.950 g/cm3 

Refractive index nd25°C 1.420  

Purity more than 99 wt% 

 
See annexes for reference Technical Data Sheet and Safety Data Sheet 
 
 
2.6 MULREX 88 (Oil-water emulsion) 
 
NOTE: compatible with liquid phenolic resin 
 

Product Data Units 

Appearance Clear yellow emulsion  

Solid content 51÷53 wt% 

pH 7.5÷8.5  

Dynamic viscosity 600 
Needle N.3 at 100 

rpm 

 
See annexes for reference Technical Data Sheet. 
 
 
 
 
2.7 SILICONE EMULSION (Polydimethylsiloxane) 
 
 
NOTE: to be used just for special hydro repellent products. 
 

Product Data Units 

Appearance Aqueous emulsion  

Density at 25°C 0.950 g/cm3 

pH 6.51.0  

 
See annexes for reference Technical Data Sheet. 
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2.8 DEXTROSE MONOHYDRATE SPECIFICATIONS 
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2.9 AMMONIUM SULFAMATE SPECIFICATIONS 
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2.10 CITRIC ACID MONOHYDRATE SPECIFICATIONS 
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2.11 AMMONIA SOLUTION 
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A szolgáltató elérhetőségei


Telefon: Magyarországról:1818        Külföldről: +36 1 550 1858
Honlap: https://magyarorszag.hu/szuf_avdh_feltoltes      E-mail: ekozig@1818.hu


Webchat: https://webchat.opennet.hu/ekozigazgatas/?ref=ekozig
Hibabejelentés az év minden napján 0-24 óra között lehetséges


I G A Z O L Á S


Ezt az elektronikus dokumentumot az elektronikus ügyintézés részletszabályairól szóló 451/2016.
(XII.19.)  Korm.  rendelet  alapján nyújtott  azonosításra visszavezetett  dokumentumhitelesítés
(AVDH)  központi  elektronikus  ügyintézési  szolgáltatás  keretében  a  NISZ  Nemzeti
Infokommunikációs Szolgáltató Zrt. – mint szolgáltató – elektronikus bélyegzővel és időbélyegzővel
látta el.


A polgári  perrendtartásról  szóló  2016.  évi  CXXX.  törvény 325.  §  (1)  bekezdés g)  pontjában
foglaltaknak megfelelően az azonosításra visszavezetett  dokumentumhitelesítés szolgáltatás
keretében hitelesített dokumentum teljes bizonyító erővel rendelkezik.


A  szolgáltatásra  vonatkozó  részletes  tájékoztató  elérhető  a  szolgáltató  honlapján:
https://magyarorszag.hu/szuf_avdh_feltoltes.


A szolgáltató a Központi Azonosítási Ügynökön (KAÜ) keresztül elérhető azonosító szolgáltatást
vette igénybe annak megállapítására, hogy a csatolt eredeti elektronikus dokumentum EICHINGER
EDINA ügyféltől származik.


Az azonosítás időpontja: 2022.11.28. 21.41.18


Az azonosított ügyfél adatai:


Születési név: HALÁSZ EDINA
Születési hely: TISZALÖK
Születési dátum: 1978.12.04.
Anyja neve: ÁDÁM JOLÁN


Ez az elektronikus dokumentum két, egymástól elválaszthatatlanul összetartozó részből, az eredeti dokumentumból és záradékból áll.
Az Igazolás című jelen záradék az eredeti elektronikus dokumentum csatolt melléklete. A záradék olvasható szöveges formában rögzíti
az eredeti dokumentum hiteles elektronikus aláírással való ellátásának körülményeit és az ezzel kapcsolatos egyéb adatokat.



https://magyarorszag.hu/szuf_avdh_feltoltes
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