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CHSM72N-HC 
Monofacial Series（182）

TOPCon / Multi-busbar / Half-cut

Non-destructive cutting

Lower BOS cost & LCOE

PID resistance
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carbon neutrality
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555~570W 0~+5W 22.1% ≤ 1.0% ≤ 0.4%
POWER RANGE POWER

TOLERANCE
MAX  MODULE 

EFFICIENCY
FIRST YEAR

POWER DEGRADETION
YEAR 2-30

POWER DEGRADETION

Rated output (Pmpp / Wp) 555 560 565 570 

Rated voltage (Vmpp / V) 41.75 41.92 42.08 42.25 

Rated current (Impp /A) 13.29 13.36 13.43 13.49

Open circuit voltage (Voc / V) 50.10 50.30 50.50 50.70

Short circuit current (Isc /A) 13.88 13.97 14.06 14.14 

Module efficiency 21.5% 21.7% 21.9% 22.1%

Rated output (Pmpp / Wp) 417.4 421.1 424.9 428.6 

Rated voltage (Vmpp / V) 39.30 39.45 39.61 39.77 

Rated current (Impp /A) 10.62 10.67 10.73 10.78

Open circuit voltage (Voc / V) 47.59 47.78 47.97 48.16

Short circuit current (Isc /A) 11.21 11.28 11.35 11.42 

Temperature coefficient (Pmpp) -0.30%/℃ No. of diodes 3

Temperature coefficient (Isc) +0.043%/℃ Junction box IP rating IP 68

Temperature coefficient (Voc) -0.24%/℃ Max. series fuse rating 25 A

Nominal module operating
temperature (NMOT) 41±2℃ Max. system voltage (IEC/UL) 1500VDC

Outer dimensions (L x W x H) 2278 x 1134 x 30 mm

Cell Type n-type Mono-crystalline

No. of cells 144 (6*24)

Frame technology Aluminum, silver anodized

Front glass thickness 3.2 mm

Cable length (IEC/UL) Portrait: 300 mm；Landscape:  1400 mm

Cable diameter (IEC/UL) 4 mm² / 12 AWG

① Maximum mechanical test load 5400 Pa (front) / 2400 Pa (back)

Connector type (IEC/UL) HCB40 / MC4-EVO2 (optional)

Module weight 26.6 kg

Packing unit 36 pcs / box (Subject to sales contract)

Weight of packing unit (for 40'HQ 
container) 1017 kg

Modules per 40' HQ container 720 pcs

STC: Irradiance 1000W/m2, Cell Temperature 25° C, AM=1.5

NMOT: Irradiance 800W/m2, Ambient Temperature 20° C, AM=1.5, Wind Speed 1m/s

Electrical Specifications Curve

Temperature Ratings (STC)

Mechanical Specifications

Operating Parameters

① Refer to Astronergy crystalline installation manual or contact technical department.
Maximum Mechanical Test Load=1.5×Maximum Mechanical Design Load.
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Create Sustainable and Efficient Green Energy

CHSM72N(DG)/F-BH 
Bifacial Series（182）

555~575W

Assist 
carbon neutrality
Assist 
carbon neutrality
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30

12-year Product Warranty

30-year Linear Power Warranty
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Low BOS cost & LCOE

Bifacial gain

TOPCon / Half-cut

Low temperature coefficient (Pmpp)

Non-destructive cutting

PID resistance
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Pmpp gain Pmpp / Wp Vmpp / V Impp /A Voc / V Isc /A
5% 593 42.61 13.92 50.7 14.72
10% 622 42.61 14.59 50.7 15.42
15% 650 42.61 15.25 50.71 16.12
20% 678 42.61 15.91 50.71 16.82
25% 706 42.61 16.57 50.71 17.52

Outer dimensions (L x W x H) 2278 x 1134 x 30 mm
Cell type n-type mono-crystalline
No. of cells 144 (6*24)
Frame technology Aluminum, silver anodized
Front / Back glass 2.0+2.0 mm

Cable length (Including connector) Portrait: ( + )350 mm,( - )250 mm；
Customized length

Cable diameter (IEC/UL) 4 mm² / 12 AWG
① Maximum mechanical test load 5400 Pa (front) / 2400 Pa (back)
Connector type (IEC/UL) HCB40 (Standard) / MC4-EVO2A (Optional)

Module weight 32.1 kg
Packing unit 36 pcs / box (Subject to sales contract)
Weight of packing unit (for 40'HQ 
container) 1215 kg

Modules per 40' HQ container 720 pcs

555~575W 0~+5W 22.3% ≤ 1.0% ≤ 0.4%
POWER RANGE POWER SORTING

MAX  MODULE 
EFFICIENCY

FIRST YEAR
POWER DEGRADATION

YEAR 2-30
POWER DEGRADATION

Rated output (Pmpp / Wp) 555 560 565 570 575 

Rated voltage (Vmpp / V) 42.27 42.44 42.61 42.77 42.94 

Rated current (Impp /A) 13.13 13.20 13.26 13.33 13.39

Open circuit voltage (Voc / V) 50.30 50.50 50.70 50.90 51.10

Short circuit current (Isc /A) 13.84 13.93 14.02 14.10 14.19 

Module efficiency 21.5% 21.7% 21.9% 22.1% 22.3%

Rated output (Pmpp / Wp) 417.4 421.1 424.9 428.6 432.4 

Rated voltage (Vmpp / V) 39.79 39.94 40.10 40.26 40.42 

Rated current (Impp /A) 10.49 10.54 10.60 10.65 10.70

Open circuit voltage (Voc / V) 47.78 47.97 48.16 48.35 48.54

Short circuit current (Isc /A) 11.18 11.25 11.32 11.39 11.46 

Temperature coefficient (Pmpp) -0.30%/℃ No. of diodes 3

Temperature coefficient (Isc) +0.043%/℃ Junction box IP rating IP 68

Temperature coefficient (Voc) -0.24%/℃ Max. series fuse rating 30 A

Nominal module operating
temperature (NMOT) 41±2℃ Max. system voltage (IEC/UL) 1500VDC

STC: Irradiance 1000W/m2, Cell Temperature 25° C, AM=1.5

NMOT: Irradiance 800W/m2, Ambient Temperature 20° C, AM=1.5, Wind Speed 1m/s

Electrical characteristics with different rear power gain (reference to 565W)

Electrical Specifications (Integrated power)

Electrical Specifications

Temperature Ratings (STC) Operating Parameters

Mechanical Specifications

Curve

① Refer to Astronergy crystalline installation manual or contact technical department.
Maximum Mechanical Test Load=1.5×Maximum Mechanical Design Load.
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A szolgáltató elérhetőségei


Telefon: Magyarországról:1818        Külföldről: +36 1 550 1858
Honlap: https://magyarorszag.hu/szuf_avdh_feltoltes      E-mail: ekozig@1818.hu


Webchat: https://webchat.opennet.hu/ekozigazgatas/?ref=ekozig
Hibabejelentés az év minden napján 0-24 óra között lehetséges


I G A Z O L Á S


Ezt az elektronikus dokumentumot az elektronikus ügyintézés részletszabályairól szóló 451/2016.
(XII.19.)  Korm.  rendelet  alapján nyújtott  azonosításra visszavezetett  dokumentumhitelesítés
(AVDH)  központi  elektronikus  ügyintézési  szolgáltatás  keretében  a  NISZ  Nemzeti
Infokommunikációs Szolgáltató Zrt. – mint szolgáltató – elektronikus bélyegzővel és időbélyegzővel
látta el.


A polgári  perrendtartásról  szóló  2016.  évi  CXXX.  törvény 325.  §  (1)  bekezdés g)  pontjában
foglaltaknak megfelelően az azonosításra visszavezetett  dokumentumhitelesítés szolgáltatás
keretében hitelesített dokumentum teljes bizonyító erővel rendelkezik.


A  szolgáltatásra  vonatkozó  részletes  tájékoztató  elérhető  a  szolgáltató  honlapján:
https://magyarorszag.hu/szuf_avdh_feltoltes.


A szolgáltató a Központi Azonosítási Ügynökön (KAÜ) keresztül elérhető azonosító szolgáltatást
vette igénybe annak megállapítására, hogy a csatolt eredeti elektronikus dokumentum DIENES
ENDRE LÁSZLÓ ügyféltől származik.


Az azonosítás időpontja: 2023.08.03. 14.14.49


Az azonosított ügyfél adatai:


Születési név: DIENES ENDRE LÁSZLÓ
Születési hely: BÓDVASZILAS
Születési dátum: 1951.12.24.
Anyja neve: DANKO MÁRIA


Ez az elektronikus dokumentum két, egymástól elválaszthatatlanul összetartozó részből, az eredeti dokumentumból és záradékból áll.
Az Igazolás című jelen záradék az eredeti elektronikus dokumentum csatolt melléklete. A záradék olvasható szöveges formában rögzíti
az eredeti dokumentum hiteles elektronikus aláírással való ellátásának körülményeit és az ezzel kapcsolatos egyéb adatokat.



https://magyarorszag.hu/szuf_avdh_feltoltes
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